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Algemeen
•  Tijdens de installatie van het montagesysteem dienen de instructies en veiligheidsvoorschriften  
    weergegeven in dit document en de bijbehorende installatiehandleiding nauwkeurig te worden gevolgd.  
    Zoals ook weergegeven in de toepasselijke algemene verkoop- en leveringsvoorwaarden Van der Valk  
    Solar Systems B.V., leidt niet-naleving van de in dit document genoemde voorschriften ertoe dat  
    de afnemer geen beroep meer toekomt op eventuele garantie en Van der Valk niet langer aansprakelijk is  
    voor enige vorm van schade.
•  De gegevens, opmerkingen en adviezen in dit document zijn bindend. Van der Valk Solar Systems behoudt  
    zich het recht voor dit document zonder verdere aankondiging aan te passen.

Veiligheid
•  De installatie van het montagesysteem dient door gekwalificeerd technisch personeel te worden uitgevoerd.
•  Het weglaten van onderdelen kan een nadelige invloed hebben op het functioneren en is derhalve niet  
    toegestaan. 
•  Vermijd montage bij harde wind en een nat (glad) dakoppervlak. 
•  Houd tijdens de planning en uitvoering van de installatie ten allen tijden rekening met mogelijk
    veranderende weersomstandigheden, in het bijzonder sterke wind of storm. Neem de juiste maatregelen en    
    zorg er voor dat er geen situatie kan optreden waarbij er reeds zonnepanelen op het systeem zijn geplaatst, 
    maar andere essentiële onderdelen (zoals, ballasttegels, zij- of achterplaten) nog ontbreken.
•  Werk tijdens de installatie op het dak altijd met valbeveiliging en indien nodig met vangnetten en  
    randbeveiliging.
•  Draag altijd de juiste beschermde kleding en handschoenen bij het uitvoeren van de werkzaamheden.
•  Volg de richtlijnen in het handboek “veilig werken op daken”.

Omgevingsfactoren
•  Hoge naburige gebouwen of objecten zoals windmolens kunnen de winddruk beïnvloeden. In dergelijke  
    gevallen dient er altijd advies te worden ingewonnen bij Van der Valk Solar Systems, alvorens de installatie  
    kan plaatsvinden. 
•  Indien voor, tijdens of na de installatie wordt vastgesteld, dat de gegevens en/of omgevingsfactoren niet  
    volledig overeen komen met het projectrapport, moet het project eerst opnieuw worden gecalculeerd en  
    eventueel worden aangepast.
•  In kustgebieden, dient het systeem op minimaal 500 meter van open water te worden geplaatst, ter  
    voorkoming van versnelde corrosie door inwerking van zout water. Wanneer er bebouwing aanwezig 
    is tussen het open water en het dak mag een minimum afstand van 250 meter tot open water worden  
    aangehouden.
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Normen, voorschrift en regelgeving
•  Neem voor een correcte en veilige installatie en gebruik van het systeem altijd de volgende normen,  
    voorschriften en regelgeving in acht: 
 •  Bouwbesluit 2012 (voorschriften bouw, gebruik en sloop gebouwen)
 •  NEN 7250 – Bouwkundige aspecten zonne-energiesystemen
 •  NEN-EN 1990 – Grondslag van het constructief ontwerp
 •  NEN-EN 1991-1-3 – Algemene belastingen – sneeuwbelasting
 •  NEN-EN 1991-1-4 – Algemene belastingen – windbelasting
 •  NEN 1010 – Elektrische installaties voor laagspanning (HD-IEC 60364)
 •  NEN-EN-IEC 62305 – Bliksembeveiliging
 •  Arbowet en Arboregeling - Veilig werken
 •  NEN 3140 - veilige bedrijfsvoering laagspanning installaties
 •  Checklist VCA - Veilig werken op de werkvloer
 •  Richtlijn A-blad steigerbouwen 

 
Stabiliteit en conditie van het dak en dakbedekking
•  Plaatsing van een montagesysteem waarbij alleen gebruik wordt gemaakt van ballast is enkel toegestaan bij  
    een maximale dakhelling tot 5°. Bij een dakhelling vanaf 5° moet het systeem altijd mechanisch aan het dak  
    worden bevestigd. 
•  De conditie van het dak dient vooraf te worden gecontroleerd op voldoende sterkte om het gewicht van  
    het montagesysteem inclusief PV-panelen en wind- en sneeuwbelasting te kunnen dragen.  Let er op dat de  
    belastingreserve van het dak niet plaatselijk noch in zijn geheel wordt overschreden.
•  Controleer de stabiliteit van het dak en pas het dak/constructie aan waar nodig.
•  Controleer vóór plaatsing van het PV-systeem of de dakbedekking en/of isolatie geschikt is voor de druk   
    en de werking van het montagesysteem. De maximale druk is weergegeven in het projectrapport van de    
    ValkPVplanner of op te vragen bij Van der Valk Solar Systems.
•  Het opbollen van dakbedekking dient te worden voorkomen. Het opbollen van de dakbedekking kan zorgen  
    voor een ongewenste verplaatsing van het montagesysteem of ballast. Het is de verantwoordelijkheid van de  
    installateur om het opbollen van de dakbedekking tegen te gaan.
•  Factoren zoals bovenloopkranen, seismische activiteiten en andere factoren die effect hebben op de  
    stabiliteit van het dak en/of gebouw, kunnen invloed hebben op het geplaatste PV-systeem. Van der Valk  
    Solar Systems houdt geen rekening met deze factoren, tenzij elders schriftelijk bevestigd. 
•  Het dakoppervlak waarop het montagesysteem wordt aangebracht dient schoon, droog en vlak te zijn.
•  De dakhoogte mag maximaal 25 meter bedragen wanneer het project is berekend in de ValkPVplanner en  
    overeenkomstig is met de dakhoogte in het projectrapport. Voor plaatsing op daken hoger dan 25 meter  
    dient altijd vooraf contact te worden opgenomen met Van der Valk Solar Systems. 
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Dakzones 
•  Houd tijdens de installatie van het montagesysteem altijd goed rekening met de geldende dakzones volgens  
    EN1991-1-4. Plaatsing in de randzone van het dak (de afstand gemeten vanaf de dakrand die gelijk is aan 1/5  
    van de gebouwhoogte) is alleen mogelijk wanneer hier in de calculatie expliciet rekening mee is gehouden.  
•  Het is mogelijk om in de ValkPVplanner (calculatiesoftware) panelen in de randzone van het dak in te  
    tekenen, op basis waarvan automatisch de benodigde extra ballast of bevestigingspunten worden berekend.  
    Hiervoor moet de ontwerpmodus “Satelliet” of “Blanco plattegrond” worden gebruikt. De randzone wordt  
    automatisch door de ValkPVplanner berekend op basis van de dakhoogte en gebouwomtrek, volgens de  
    geldende normering. Indien de ontwerpmodus “Simple mode” is gebruikt, wordt er in de berekening altijd  
    vanuit gegaan dat de panelen zich volledig in de middenzone van het dak bevinden.
•  Indien panelen van het ValkPro+ systeem geheel of gedeeltelijk in de randzone zijn geplaatst, is het verplicht  
    om zijplaten toe te passen.
•  ValkKits (ValkBox3, ValkDouble, ValkTriple, ValkQuattro) mogen enkel in de middenzone van het dak worden  
    geplaatst. Plaatsing in de randzone is bij deze systemen niet toegestaan.

Ballast 
•  Na plaatsing van het montagesysteem, dient zorgvuldig te worden gecontroleerd of de ballast conform de  
    ballasttekening van het project is geplaatst. Tegels dienen netjes te zijn gestapeld, zodat zij voldoende  
    worden ondersteund door de tegeldragers, massadragers en/of ballastvleugels. 

Dilataties
•  De maximale toegestane grootte van het gekoppelde / aaneengesloten systeem bedraagt maximaal 30 meter  
    in de aluminium richting en 60 meter in de staal richting. De maximale toegestane aaneengesloten lengtes  
    zijn bepaald op basis van een maximaal temperatuurverschil (Delta T) van 70 graden Celsius. 
•  Het gekoppelde montagesysteem mag niet over een goot of nok worden geplaatst. Bij een goot of nok dient  
    het systeem te worden gedeeld, ook in het geval het slechts een flauwe verandering in dekhelling betreft. 
•  Bij het gebruik van de extra paneelondersteuning met ballastfunctie, gelden afwijkende dilatatieregels: het  
    gekoppelde systeem mag in dergelijke installaties maximaal 30 meter in de staal-/dakdrager richting en 15    
    meter in de aluminium richting bedragen. 

Panelen 
•  Het is de verantwoordelijkheid van de installateur om vooraf te bepalen of het gekozen PV-paneel qua  
    maatvoering en druklasten geschikt is voor het toegepast montagesysteem. De berekende lasten op het PV- 
    paneel zijn weergegeven in het projectrapport van de ValkPVplanner of op aanvraag verkrijgbaar bij Van der  
    Valk Solar Systems. 
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Kabelmanagement 
•  Om een goede, deugdelijke en duurzame verbinding te realiseren tussen de zonnepanelen onderling  
    dient men ervoor te zorgen dat de kabels vanuit de junction box voldoende lengte hebben en zodanig geen  
    mechanische belasting veroorzaken op de wartels. Houd hierbij rekening met thermische uitzetting en  
    krimp van kabels en het PV-systeem.
•  Kabels en connectoren dienen te worden vrijgehouden van scherpe en/of schurende delen en het  
    dakoppervlak middels het toepassen van kabelklemmen en draadgoten.  

Demontage en verwijdering 
•  Montage systemen van Van der Valk Solar Systems zijn aan het einde van de levensduur eenvoudig en  
    volledig te demonteren en te scheiden voor recycling van de gebruikte componenten. In de systemen wordt  
    gebruik gemaakt van schroef en klikverbindingen. Alle materialen zijn recyclebaar. Voer de componenten af  
    volgens de lokaal geldende wet- en regelgeving.

Algemene installatievoorwaarden
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General
•  During installation of the solar mounting system, the instructions and safety precautions presented in  
    this document and the accompanying installation manual must be followed carefully. As also stated in the  
    General terms and Conditions of sale and delivery of Van der Valk Solar Systems B.V., non-compliance with  
    the installation guidelines in this document means that the customer can no longer invoke any warranty  
    and Van der Valk is no longer liable for any form of damage.
•  The information, comments and advice in this document are binding. Van der Valk Solar Systems reserves  
    the right to update this document without further notice.

Safety
•  The installation of the mounting system must be carried out by qualified technical personnel.
•  Omitting parts may negatively affect performance and is therefore not allowed.
•  Avoid carrying out installation work during bad weather conditions, especially in case of strong winds and a  
    wet (slippery) roof surface.
•  During installation work on the roof, always use fall protection and, if necessary, work with safety nets and  
    roof edge protection.
•  Always wear appropriate protective clothing and gloves when carrying out the installation work.
•  Follow the guidelines in the publication “health & safety in roof work”.

Environmental factors
•  High neighbouring buildings or objects, such as windmills, can affect the wind pressure. In these cases,  
    advice should always be obtained from Van der Valk Solar Systems before installation can take place.
•  If prior to, during or after the installation it is determined that the project data and/or environmental factors  
    do not fully correspond to the project report, the project must always be re-calculated and any required  
    adjustments need to be made.
•  In coastal areas, the system should be placed at least 500 meters from open water to prevent accelerated  
    corrosion by the action of salt water. When buildings are present between the open water and the roof, a  
    minimum distance of 250 meters from open water may be maintained.

General installation guidelines



CONTACT DETAILS | DEVELOPER AND PRODUCER OF SOLAR MOUNTING SYSTEMS

Van der Valk Solar Systems + International
Westernesse 18 - 2635 BG  Den Hoorn, The Netherlands 
+31 174 25 49 99 
sales@valksolarsystems.com

Valk Solar Systems UK + IE 
+44 1304 89 76 58 
sales@valksolarsystems.co.uk

Valk Solar Systems Ibérica 
+34 910 787 616
ventas@valksolarsystems.es

Valk Solar Systems Nordics 
+46 8 55 82 86 26 
sales@valksolarsystems.se

Standards and regulations
•  For correct and safe installation and use of the solar mounting system, always observe the applicable   
    standards and regulations:
 •  EN 1990: Basis of structural design
 •  EN 1991-1-3: General actions: snow loads
 •  EN 1991-1-4: General actions: wind loads
 •  IEC 60364: Electrical Installations for Buildings
 •  IEC 62305: Protection against lightnings 
 •  EN 50110: Operation of electrical installations
 •  Working Conditions Act and Safe Working Conditions Regulation

 
Stability and condition of the roof and roof covering
•  Placing a mounting system that uses ballast only, is only allowed in case the roof pitch is less than 5°. In  
    case the roof pitch is 5° or more the mounting system always needs to be fixed mechanically to the roof.  
•  The condition of the roof must be checked upfront for sufficient strength to bear the weight of the mounting  
    system including PV panels ballast and wind and snow loads. Make sure that the load reserve of the roof is  
    not exceeded anywhere.
•  Check the stability of the roof and adjust the roof/construction where necessary.
•  Check prior to installation whether the roof covering and/or insulation is suitable for the pressure and  
    thermal expansion of the solar mounting system. The maximum pressure is shown in the project report of  
    the ValkPVplanner or can be requested at Van der Valk Solar Systems.
•  Bulging of the roof membrane should be prevented. This can lift the solar mounting system and can  
    cause displacement of the mounting system or ballast. It is the installer’s responsibility to prevent the roof     
    membrane from bulging.
•  Factors such as overhead cranes, seismic activity and others that affect the stability of the roof and/or  
    building can affect the installed solar mounting system. Van der Valk Solar Systems does not take these  
    factors into account, unless confirmed in writing.
•  The roof surface on which the solar mounting system is to be installed must be clean, dry and flat.
•  The roof height may not exceed 25 meters in case the project has been calculated in the ValkPVplanner must  
    be corresponding to the roof height in the project report. For installations on roofs higher than 25 meters,  
    Van der Valk Solar Systems should always be contacted in advance.
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Roof zones 
•  When installing the solar mounting system, always take the applicable roof zones according to EN1991-1-4  
    into account. Placing solar panels in the edge zone of the roof (the distance measured from the roof edge,  
    which is equal to 1/5 of the building height) is only possible if this has been explicitly taken into account in  
    the calculation.
•  It is possible to position panels in the edge zone of the roof in the ValkPVplanner (calculation software),  
    on the basis of which the required additional ballast or fixation points are automatically calculated. This  
    can only be done using “Satellite” or “White Map” design mode. The edge zone is automatically calculated  
    by the ValkPVplanner, based on the roof height and building circumference, in accordance with the  
    applicable regulations. In case the design mode “Simple mode” is used, the calculation always assumes that  
    the solar panels are in the middle zone of the roof only.
•  In case solar panels on the ValkPro+ system are fully or partially placed in the edge zone of the roof, it is  
    mandatory to use side plates.
•  ValkKITS (ValkBox3, ValkDouble, ValkTriple, ValkQuattro) can only be placed in the middle zone of the roof. 
    Placing these systems in the edge zone of the roof is not allowed.

Ballast 
•  After installation of the solar mounting system, it must be carefully checked whether the ballast has been  
    placed in accordance with the ballast drawing. Ballast tiles must be neatly stacked, so that they are  
    sufficiently supported by the tile carriers, mass carriers and/or ballast wings.
 

Dilatations
•  The maximum allowed dimensions of a coupled mounting system is a 30 meters in the aluminium direction  
    and 60 meters in the steel direction. The maximum dimensions are based on the thermal expansion in case  
    of a maximum temperature difference (Delta T) of 70 degrees Celsius.
•  The coupled mounting system must not be placed over a gutter or ridge. In the mounting system is place  
    over a gutter or ridge, the system must be split (dilatation), even if the change in roof pitch is minimal. 
•  When using the extra wide panel support feet for ValkPro+ with ballast, different dilatation rules apply: in  
    such installations the coupled system may be a maximum of 30 meters in the steel/roof carrier direction  
    and 15 meters in the aluminium direction.

Solar panels 
•  It is the responsibility of the installer to determine in advance whether the selected solar panel is suitable  
    for the mounting system in terms of dimensions and pressure loads. The calculated loads on the solar panel  
    are shown in the project report of the ValkPVplanner or are available on request at Van der Valk Solar  
    Systems.

General installation guidelines
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Cable management 
•  In order to create a sound and durable electrical connection between the solar panels, it must be ensured  
    that the cables from the junction box have sufficient length and thus do not cause any mechanical stress on  
    the cable glands. Take into account thermal expansion and contraction of cables and the mounting system.
•  Cables and connectors must be kept away from sharp and/or abrasive parts and the roof surface by using  
    sufficient and appropriate cable clamps and cable baskets.
 

Disassembly and removal  
•  Components of the solar mounting system can be easily and completely disassembled at the end of their  
    service life and separated for recycling. The systems only contain nut and bolt, screw and click connections,  
    so nothing is glued or welded. All materials are fully recyclable. Disposal of the components always in  
    accordance with the locally applicable laws and regulations.

General installation guidelines


